
Mono Pulse Upgrade KIT (A92-5-40) 

 

Be sure you have the correct upgrade kit 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Remove the side covers 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

REMEMBER RETURN WHEN 

CLOSE ALL AT THE END OF THIS 

PROCESS 



 

 

2. Unscrew the 4 screws on each side, 8 at all, and loosen the top moulding 

screws x4, then lift the top moulding until the top line of the front and rear 

covers will be free to be able to disassemble them later, then remove the front 

cover. Disconnect the two connectors and the RF plug of the control board. 

Also remove the front plastic cap 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



3. Unscrew the 4 fixing screws of the PCB and remove it, keep it in a safe place 

until we start the closing, To do this, do not forget once the board is released, 

disconnect the LAN connector. 

5. Remove the grommet from the hole and place it in the inner panel, also pass 

the RF cable to the other side as shown in the image. 

 

 

 

 

 

 

 

 

 

 

 

 

 

6. Put the RF plug on the front panel 

 

 

 

 

 

 

 

 



7. Place the plastic fixing system for RF cable in bottom hole from the top 

moulding cover 

 

 

 

 

 

 

 

 

 

 

 

8. Pass the long RF cable from the KIT through the hole and use the plastic 

fastener you just placed to prevent it from falling on the coils 

 

 

 

 

 

 

 

 

 

 

 

 



9. You can close the rear cover now, double check the RF is perfect fitted and 

although the plastic clip holder!! 

10. Screw the RF relay switch, x4 small screws, be sure you fix in the correct 

position, as you can appreciate in the following imagen 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



11. It is time to connect both RF cables, extreme the precaution of connecting 

each of them in the exact place 

 

 

 

 

 

 

 

 

 

 

 

12. Place the PCB with the 4 screws in its original position, then use the short 

RF cable to connect the relay to the RF control board power output.  

 

 

 

 

 

 

 

 

 

 

 

 



 

13. Reconnect all the cable to the PCB 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

14. And finally to close the front cover, place the side strips with their fasteners 

and finished tightening the screws of the top moulding. 


